


CHEVROLET C/K 2500 & 
C/K 3500 6.5 DIESEL RADIATOR 

02 I INSTALLING THE MISHIMOTO RADIATOR CONT. 

4. If your vehicle is equipped with an automatic transmission, 
reinstall the transmission cooler lines into the Mishimoto radiator 
using the supplied adapters.

INSTALLATION GUIDE 

9. Install the three 10mm bolts holding the upper fan shroud to the 
radiator support. 

10. Now we are ready to refill the cooling system. Be sure to use a 
50/50 mix of Dex-Cool antifreeze [or equivalent] and distilled water. 
Fill the system using a funnel in the coolant reservoir. 

11. Start the vehicle and turn the heat on high. Let the vehicle 
run for 10-15 minutes while you check for any leaks. You may need 
to top off the fluid during this time. If you have a vehicle equipped 
with an automatic transmission, check the fluid levels and 
refill accordingly. 

You have now successfully installed your Mishimoto radiator! 

02 
MISHIMOTO I PO BOX 8250 WILMINGTON, DE 19803 IP 1.877.GOMISHI I WWW.MISHIMOTO.COM 

6. 

7. 

Reinstall the coolant overflow hose and the ancillary hose on the 
passenger side of the radiator. 

Place the upper cooling fan shroud into position. 

8. Install the four 10mm bolts securing the upper cooling fan shroud 
to the lower shroud. 

5.  Reconnect the upper radiator hose.




