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PARTS INCLUDED
1PC   Mishimoto Intercooler
1PC   CARB EO St icker
 

TOOLS NEEDED
Breaker/Pry Bar
Long Flat  Head Screwdriver
Short  Flat  Head Screwdriver
Pick Tool
Ratchet  
Ratchet  Extension
8mm Socket
T25 Torx Bit
Oil

INSTALL TIME  1 HOUR

INSTALL DIFFICULTY 

DISCLAIMER
- Raise vehicle only on jack stands or on a vehicle lif t .

- Allow vehicle to cool completely pr ior to 
   at tempt ing installat ion.

- Do not  run the engine or dr ive the vehicle while
   overheat ing; ser ious damage can occur.

- Please dispose of any liquids properly.

- Mishimoto is not  responsible for any vehicle
   damage or personal injury due to installat ion
   errors, m isuse, or removal of Mishimoto products.

- Mishimoto suggests that  a t rained professional
   install all Mishimoto products.

INSTALL PROCEDURE
1. Disconnect the negative terminal on the battery.  
2. Remove the lower splash shield from underneath 

the vehicle. (15x 8mm bolts)
 

3. Pull each clip that secures the intercooler pipes to 
the intercooler. Separate the pipes from the 
intercooler. (2x retaining clips) 

4. Turn the tabs on the intercooler shrouding to 
release it from the intercooler. 

5. Remove the bolts on the intercooler. This will 
allow you to remove the intercooler from the 
engine bay. (2x T25 torx bolts)
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6. Wipe away any debris from the intercooler pipes.  
7. Transfer the retaining clips on the stock 

intercooler to the Mishimoto intercooler.  

8. Lift the intercooler up into the engine bay and 
install it to the intercooler pipes. 
(2x retaining clips) 

9. Bolt the intercooler to the intercooler mounting 
points. (2x T25 torx bolts) 

10. Reinstall the lower splash shield. (15x 8mm bolts)
11. Please place the included CARB EO sticker in a 

clean, visible location.

Congrat ulat ions! You have f in ished 
inst all ing t he Mishim ot o 2007-2013 BMW 
335I/335X/135I Per form ance Int ercooler .  
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